
“Northern Star” bracelet
with Matubo 7/0 and Superduo Beads

Material:

Matubo 7/0 beads (approx. 170 pcs)

Matubo Superduo beads (approx. 90 pcs)

11/0 Japanese seed beads (approx. 15 pcs)

8/0 Japanese seed beads (approx. 30 pcs)

Beading needle

Fireline beading thread

Jump rings

Clasp

Difficulty: for beginners

Technique: Peyote stitch

1) String four Superduo beads and slide them to the end of 

the thread.

2) Tie a square knot to form a “cross”, then pass through the 

lower hole of the nearest Superduo

3) Add one Superduo and pass through the lower hole of 

the next Superduo. Repeat until you reach the end of the 

row.

4) At the end of the row, do the step-up by passing the 

needle back through the upper hole of the same Superduo.

5) Add one Matubo 7/0 bead and go through the upper hole 

of the next Superduo.

1 | Design and tutorial by Nela Kábelová (www.gianelle.beadforum.cz) 

For personal use only. 

per principianti

String quattro perline Superduo e farle scorrere fino alla fine di
il filo.

Tecnica: punto di Peyote

Legare un nodo quadrato per formare una "croce", 
quindi passare attraverso il buco inferiore
 del Superduo più vicino

Aggiungi un Superduo e passa attraverso il foro inferiore di
il prossimo Superduo. Ripeti fino a raggiungere la fine del
riga.

Alla fine della riga, fai il passaggio passando il
ago torna attraverso il foro superiore dello stesso Superduo.

Aggiungi un tallone Matubo 7/0 e passa attraverso il foro superiore
del prossimo Superduo.



6) Repeat until you reach the end of the row. 

7) At the end of the row, you 

need to do the “step-up” - go 

through the last Superduo of 

the previous row and then 

through the first Matubo 7/0 

bead of this row.

8) At the corner of the square (where the bigger gap is), add 

three Matubo 7/0 beads and then go through the next 

Matubo 7/0 bead

9) At the side of the square 

(where the smaller gap is), 

add one Superduo bead 

and then go through the 

next Matubo 7/0 bead

 

10) Repeat steps 8 and 9 

until you reach the end of 

the row. 

11) Tie a few half-hitch 

knots and then cut off the 

remaining thread.

12) Make the second component by repeating steps 1 to 10. 

The only difference is in the last row, where you need to 

connect the new component to the first one.

In the last corner of the new component you won't be 

adding three 7/0s - you add one 7/0, then pass through 

the 7/0 in the corner of the previous component, then 

add another 7/0 and then go through the next 7/0 in the 

new component

Top - first component, bottom - second component
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Ripeti fino a raggiungere la fine della riga

Alla fine della fila, tu
bisogno di fare il "passo" andare
attraverso l'ultimo Superduo di
la riga precedente e poi
attraverso il primo Matubo 7/0
tallone di questa riga.

All'angolo della piazza (dove c'è maggiore spazio), aggiungi
tre perline Matubo 7/0 e quindi passare al successivo
Matubo 7/0 tallone

Al lato della piazza
(dove il divario minore è),
aggiungere un tallone Superduo
e poi passare attraverso il
next Matubo 7/0 bead

Ripeti i passaggi 8 e 9
fino a raggiungere la fine di
la riga.

Legami un po '
nodi e poi tagliare il
filo rimanente.

Crea il secondo componente ripetendo i passaggi da 1 a 10.
L'unica differenza è nell'ultima riga, dove è necessario
collega il nuovo componente al primo.

Nell'ultima parte del nuovo componente non sarai
aggiungendo tre 7/0 si aggiunge un 7/0, quindi passare attraverso
il 7/0 nell'angolo del componente precedente, quindi
aggiungi un altro 7/0 e poi passa al successivo 7/0 nel file
nuovo componente



13) To finish the second component, add the last missing 

bead - the Superduo. Then you can weave through all the 

beads of the last row of the second component once again 

(to reinforce the structure) and then tie a few half-hitch knots 

and cut off the remaining thread.

14) Keep making new components and connecting them to 

the previous ones until you reach the desired length of the 

bracelet (materials listed in this tutorial will be enough for 7 

components - i.e. 15 cm bracelet). When adding the last 

component, do not cut off the thread - you will need it for the 

last row.

15) When you finish the last component, weave through the 

last row of beads to exit the “last” 7/0 bead of the side 

corner of this component (as shown on the photo below).

16) Then add one 8/0 and then pass through the upper hole 

of the next Superduo bead.

17) Then add one 7/0, one 11/0 and one 7/0 and then go 

through the upper hole of the next Superduo.

18) Add another 8/0 bead 

and pass through all the 

three 7/0 beads in the 

corner.

19) Repeat steps 16, 17 and 18 until you reach the end of 

the bracelet.
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Per finire il secondo componente, aggiungi l'ultimo mancante
Perforare il Superduo. Quindi puoi tessere attraverso tutto il
perline dell'ultima riga del secondo componente ancora una volta
(per rinforzare la struttura) e quindi legare alcuni nodi a mezzo nodo
e tagliare il filo rimanente.

Continua a creare nuovi componenti e a collegarli a
i precedenti fino a raggiungere la lunghezza desiderata del
braccialetto (i materiali elencati in questo tutorial saranno sufficienti per 7
componenti cioè un braccialetto di 15 cm). Quando aggiungi l'ultimo
componente, non tagliare il filo che ti servirà per il
ultima riga.

Quando finisci l'ultimo componente, intrecciare il
ultima fila di perle per uscire dalla "last" 7/0 tallone del lato
angolo di questo componente (come mostrato nella foto sotto).

Quindi aggiungere un 8/0 e quindi passare attraverso il foro superiore
del prossimo tallone Superduo.

Quindi aggiungi un 7/0, uno 11/0 e uno 7/0 e poi vai
attraverso il foro superiore del prossimo Superduo.

Aggiungi un altro 8/0 tallone
e passare attraverso tutto il
tre perline 7/0 nel
angolo.

Ripeti i passaggi 16, 17 e 18 fino a raggiungere la fine di
il braccialetto

17)



20) When you reach the 

last component just add 

one 8/0 (like in step 18) 

and then weave through 

all the beads in the corner 

to get to the opposite side 

of the bracelet (you want 

the thread to exit from the 

last 7/0 of the side corner, 

like in step 15)

Then repeat steps 16, 17 

and 18 until you finish the 

entire row.

Tie a few half-hitch knots 

and cut off the remaining 

thread.

21) Open a jump ring, pass it through the 7/0 bead at the 

end of the bracelet and attach a clasp of your choice.

Do the same on the other end of the bracelet.

Clasp with different sizes and types of jump rings

... because one bracelet is not enough ...

Quick and easy earrings based on this design
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Quando raggiungi il
l'ultimo componente basta 
aggiungere
uno 8/0 (come nel passaggio 18)
e poi intrecciare
tutte le perline nell'angolo
per arrivare al lato opposto
del braccialetto (vuoi
il thread per uscire dal
ultimo 7/0 dell'angolo laterale,
come al punto 15)

Quindi ripetere i passaggi 16, 17
e 18 fino a che non finisci il
intera riga.

Legare un paio di nodi a mezzo
nodo e taglia il rimanente
filo.

Aprire un anello di salto, passarlo attraverso il tallone 7/0 al
fine del braccialetto e allegare una chiusura a scelta.
Fai lo stesso all'altro capo del braccialetto.

Powered by TCPDF (www.tcpdf.org)Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

